
SPPP Form 9 – Storm Drain Inlet Retrofitting 
All records must be available upon request by NJDEP. 

1. Describe the procedure for ensuring that municipally owned storm drain inlets are retrofitted.

2. Describe the inspection process to verify that appropriate retrofits are completed on
municipally owned storm drain inlets.

3. Describe the procedure for ensuring that privately owned storm drain inlets are retrofitted.

4. Describe the inspection process to verify that appropriate retrofits are completed on privately
owned storm drain inlets.


	Municipality Name / County / NJDES # / Date: Township of Wyckoff / Bergen County / NJDES # NJG0152048 / October 7, 2020
	1 Describe the procedure for ensuring that municipally owned storm drain inlets are retrofitted: The Township retrofits storm drain inlets as needed after repairs and after the annual road resurfacing program.
	2 Describe the inspection process to verify that appropriate retrofits are completed on municipally owned storm drain inlets: The township preforms annual storm drain inlet inspections and identifies retrofits as needed.
	3 Describe the procedure for ensuring that privately owned storm drain inlets are retrofitted: Privately owned storm drain inlets are inspected by the Township Engineer.
	4 Describe the inspection process to verify that appropriate retrofits are completed on privately owned storm drain inlets: The Township Engineer performs routine site inspections for compliance all privately owned storm drain inlets.


