
ROAD OPENING PERMIT SPECIFICATIONS

Joint sealer - typical all edges

2" Asphalt concrete surface 2" Saw cut or milled edge  (typ)

(DOT I-5 or I-4 conform to section 404.02) cut-back

12" typ. 4" Asphalt concrete base

(all sides) (DOT I-2 conform to section 301.02 & 304.02)

6" Granular base (dense graded aggregate)

(DGA conform to DOT section 901.09)

Approved backfill 

(dense graded aggregate or NOTES:

recycled concrete aggregate) 1.    All back fill material and granular base shall

be compacted to 95% in maximum 12" lifts.

2.     Tack coat horizontal and vertical surfaces 

prior to paving.

Approved foundation material 12" 3.     Infrared  paving restoration  is acceptable

dependent upon Utility material in lieu of the saw cutting, milling, joint sealer, etc.

(PVC;DIP,CI; - crushed stone) 4.  Alternate, excavation methods may require 

(clay - stone dust or sand) alternate backfill/restoration as determined by

the Engineer.

   6"

Geotextile fabric, to be used when ground 

water is present.

12" 12"

UTILITY TRENCH DETAIL  /   PAVEMENT RESTORATION DETAIL

(NOT TO SCALE)

TOWNSHIP OF WYCKOFF All work must be inspected by the Township Engineer or his designee.

ENGINEERING DEPARTMENT
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