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BE DONE BY: TOWER WINDOWS 1-800-490-1011

10. ALL EXTERIOR WALLS, ROOF OR CEILING TO HAVE

FULL=THICK BATT INSULATION.

11. WALLS TO BE 6" WHERE ANY 2" OR LARGER

HORIZONTAL HOLE IS DRILLED .

12. TJI HOLE TO BE DRILLED FOLLOWING

MANUFACTURES CALCULATIONS TJI'S CAN'T BE

NOTCHED.

13. CONTRACTOR'S MAY USE TJI'S AS AN ALTERNATE,

W/ EQUAL OR GREATER STRENGTH MUST NOTIFY

ARCHITECT.

14. ALL WOOD FRAMING MEMBERS, INCLUDING

SHEATHING, WHICH REST ON EXTERIOR

FOUNDATION WALLS AND ARE LESS THAN 8" FROM

EXPOSED EARTH SHALL BE OF APPROVED

NATURALLY DURABLE AND PRESERVATIVE-TREATED

WOOD, INCLUDING LUMBER ON CONCRETE

15. FIRE BLOCKING SHALL BE PROVIDED AT

WALL/CEILING INTERSECTION FOR BOTH INTERIOR

PARTITIONS AND PERIMETER WALL; ALSO

HORIZONTALLY EVERY TEN FEET.

16. INSULATOR TO INSTALL STYROFOAM BAFFLES

WHERE NEEDED FOR VENTING

D
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EX'G

EX'G

RAILING 36" A.F.F. AS PER

CODE, SECTION 316.1 & 316.2

WITH 2"X2" COLUMNS AND

BALUSTRADE @ 4" O.C. TO BE

WOLM OR COMPOSITE HIGH

DENSITY STRUCTURAL

ELEMENTS
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1 X 8 FASCIA & GUTTER

COLOR, SIZE, AND

STYLE OF NEW SIDING

TO MATCH EX'G SIDING

AND TO BE SELECTED

BY OWNER

NEW STONE  TO MATCH

EX'G STONE. STYLE

AND SIZE TO BE

SELECTED BY OWNER

300# ASPHALT ROOF

SHINGLES TO MATCH

EX'G ROOF

CASEMENT WINDOW

WITH 4" TRIM

C24

10'-2"

ADDITION

3
'
-
0

"

M
I
N

.

LINE OF NEW

FOUNDATION WALL

AND FOOTING

~STONE~

MASONRY CHIMNEY OUTLETS SHALL

TERMINATE NO LESS THAN 3-0" FROM THE

HIGHEST POINT THAT THE CHIMNEY

PENETRATES THE ROOF. CHIMNEYS SHALL

TERMINATE NOT LESS THAN 2'-0" ABOVE ANY

PORTION OF THE BUILDING WITH IN 10'-0".

AS PER INT. RES CODE 2015 SEC. R100.3

NOTE: WINDOW HEAD HT. MAY BE ADJUSTED

  FOR 8', 9', OR 10' CEILING HEIGHT.

CHIMNEY NOTE

INDICATES AN EGRESS WINDOW AS PER THE N.J. 

EDITION OF THE INTERNATIONAL RESIDENTIAL 

CODE-2015

1. EGRESS WINDOWS HALL HAVE NO LESS THAN 5.7 SQFT

CLEAR OPENING, THE BOTTOM OF THE CLEAR OPENING

SHALL BE NO MORE THAN 44" A.F.F

2. WINDOW SUPPLIER TO VERIFY THAT THERE IS AT LEAST

ONE EGRESS WINDOW UNIT IN EACH BEDROOM.

3. ALL TEMPERED WINDOWS TO BE AS PER THE NJ. EDITION

OF THE INTERNATIONAL RESIDENTIAL CODE-2015

4. WINDOW HEAD HT, MAY BE ADJUSTED FOR 8', 9' OR 10'

CLG HEIGHT.

5. CONTRACTOR SHALL NOT ORDER WINDOWS WITHOUT

PROVIDING WINDOW MANUFACTURER WITH ALL FLOOR

PLANS AND ELEVATIONS TO DETERMINE SIZES,

TEMPERING, AND  EGRESS REQUIREMENTS AS PER

CODE.

6. WINDOW SILLS: IN DWELLING UNITS, WHERE THE OPENING

OF AN OPERABLE WINDOW IS LOCATED MORE THAN 72"

ABOVE THE FINISHED GRADE OR SURFACE BELOW, THE

LOWEST PART OF THE CLEAR OPENING OF THE WINDOW

SHALL BE A MINIMUM OF 24" ABOVE THE FINISHED

FLOOR OF THE ROOM IN WHICH THE WINDOW IS

LOCATED. OPERABLE SECTIONS OF WINDOWS SHALL NOT

PERMIT OPENINGS THAT ALLOW PASSAGE OF A 4"

DIAMETER SPHERE WHERE SUCH OPENINGS ARE

LOCATED WITHIN 24" OF THE FINISHED FLOOR. R312.2.1

6.1. EXCEPTIONS:

6.1.1. WINDOWS WHOSE OPENINGS WILL NO ALLOW A 4"

DIAMETER SPHERE TO PASS THROUGH THE OPENING

WHEN THE OPENING IS IN ITS LARGEST OPENED

POSITION.

6.1.2. OPENINGS THAT ARE PROVIDED WITH WINDOW FALL

PREVENTION DEVICES THAT COMPLY WITH SECTION

R612.3.

6.1.3. OPENINGS THAT ARE PROVIDED WITH FALL

PREVENTION DEVICES THAT COMPLY WITH ASTM F

2090.

6.1.4. WINDOWS THAT ARE PROVIDED WITH OPENING 

LIMITING DEVICES THAT COMPLY WITH SECTION 

R312.2.2

6.1.5. ALL NEW WINDOWS MUST BE AT LEAST 24" OVER

FINISHED FLOOR R.312.2

7. IN ZONE A FLOOD HAZARD AREAS REQUIRE A MINIMUM

OF ONE FOOT OF FREEBOARD FOR DWELLINGS AS PER

SECTION R322.2.1 IRC 2015

EG

WINDOW NOTES

SCALE: 1/4"=1'-0"

REAR ELEVATION

SCALE: 1/4"=1'-0"

LEFT ELEVATION

NOTE;

MIN 6" PROTECTION CLEARANCE FROM

GRADE AS PER SECTION R317.1 NOTE 5

WOOD SIDING, SHEATHING AND WALL

FRAMING ON THE EXTERIOR OF A BUILDING

HAVING A CLEARANCE OF LESS THAN 6"

FROM THE GROUND OR LESS THAN 2 INCHES

MEASURED VERTICALLY FROM CONCRETE

STEPS, PORCH SLABS, PATIO SLABS AND

SIMILAR HORIZONTAL SURFACES EXPOSED

TO THE WEATHER

DRIP EDGE TO BE PROVIDED ON EAVES

AND RAKES ON ALL SHINGLE ROOFS,  AS

PER R905.2.8.5.

DRIP EDGE NOTE:

KICK OUT FLASHING TO BE PROVIDED ON

ALL AT ROOF FASCIA TO WALL / ROOF

INTERFACE. AS PER R905.2.8.3

KICK OUT FLASHING:

LOTS SHALL BE GRADED TO DRAIN

SURFACE WATER AWAY FROM

FOUNDATION WALLS. THE GRADE SHALL

FALL A MINIMUM OF 6 INCHES WITHIN THE

FIRST 10 FEET ,  AS PER R401.3.

GRADE DRAINAGE SLOPE:

NOT VALID UNLESS SIGNED AND SEALED

NOTE: THESE DRAWINGS ARE NOT TO BE REPRODUCED IN

ANY MANNER WITHOUT THE EXPRESS WRITTEN

AUTHORIZATION OF THE ARCHITECT WILLIAM G. BROWN.

(WILLIAM G. BROWN ARCHITECTS)

WEBSITE: WilliamGBrown.com

 EMAIL: bill@williamgbrown.com

WILLIAM G. BROWN JR.

 CT ARCH 8445

 NY ARCH 018837

NJ ARCH 10226
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ELEVATIONS

MR. LONEGAN

726 WYCKOFF AVE

WYCKOFF, NJ

BLOCK 216 LOT 10.01

(STEVEN)
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